
 
 
 
 
Dear Mr. Meyer,  
 
To ensure the health and safety of all DOI building occupants, the GSA 
Modernization team has had an industrial hygiene contractor (SaLUT, 
Inc.) conduct air monitoring for both asbestos and lead based paint. 
All air sampling results were within regulatory guidelines (See 
attached SaLUT report summary).  
 
(See attached file: July-2006-SaLUT.pdf)  
 
In addition to the routine asbestos and lead based paint air 
monitoring, the GSA Safety, Environment, & Fire Protection Branch has 
been conducting weekly proactive Total Volatile Organic Compound (TVOC) 
and Particulate air screenings within the DOI-Main Building.  These 
screenings are used to monitor and help improve the engineering 
controls utilized by the Modernization Contractor (Grunley), and to 
minimize the occurrence of construction odors/dust in occupied areas.  
Screening results for July of 2006 indicate that all parameters tested 
were within regulatory and comfort guidelines, with the exception of 
the following two locations.  
 
On July 7, 2006, a pipe chase adjacent Rooms 7046 and 6046 yielded TVOC 
readings above normal background levels (less then 1.3 ppm).  These 
pipe chases were immediately isolated (sealed with polyethylene 
plastic) and an inspection of the Modernization area was conducted.  No 
TVOC sources were discovered.  Subsequent testing indicated TVOC levels 
returned to normal background levels.  
 
Copies of all GSA weekly air sampling, as well as, SaLUT's daily air 
sampling has been forwarded to your office.  
 
Please contact me if you have any questions.  
 
 James Hodges, CHMM Industrial Hygienist GSA Safety, Environment, and 
Fire Protection Branch  




